— (“') M-MGX Mobilis Multimedia Gateway Exchange

ACHIEVING CONVERGENT GLOBAL INTERCONNECTION ON A SINGLE PLATFORM

With the Mobilis Multimedia Gateway Exchange (M-MGX) network operators have the ability to offer interconnect
solutions that allow service providers to evolve towards fixed and mobile converged next generation architectures such
as IMS. The M-MGX provides flexible connectivity options between carriers allowing operators and service providers to
deliver multilateral carrier interconnect agreements locally and internationally.

The M-MGX is an enabler for the delivery of flexible and cost effective enterprise services. With an M-MGX, service
providers can offer enterprises services including hosted PBX and IP Centrex solutions through a softswitch, such as the
Mobilis Multimedia Softswitch. The M-MGX provides a seamless IP based interconnect with other networks and allows
carriers to deliver converged differentiated services directly to the consumer.

M-MGX BENEFITS

= Carrier class scalability, resilience and fault opening the opportunity to converge the
tolerance. operators infrastructure on an all IP platform.

= Converge the network Edge with the M-MGX to = Simplifies the delivery of solutions for carrier-

consolidate all service types both international carrier interconnects, carrier-enterprise and
and in country. carrier-consumer.

= Deliver IP based backhaul over existing = Leverages existing infrastructure and protects
transmission like WiMAX, Microware and VSAT. investment.

= The M-MGX simplifies connectivity by = Best of Breed integration to any third party
standardising on an IP infrastructure allowing platform supporting SIP.

connection into an existing network and

— KEY FEATURES
= H323 version 2
= SIP, SIP-T
= AMR, iLBC, G711, G723, G729
= Echo Cancellation
= \oice Activity Detection
= Comfort Noise Generation
= T.38 Real Time Fax
= Fax/Modem Bypass
= RFC2833 Digit Transmission
= H245 Ul Digit Transmission
= Adaptive Jitter Buffer
= Packet Loss Compensation

TDM BEARER

= T1/E1/DS3

= 768 TDM, 1024 VolIP per unit
= |SDN PRI (FAS and NFAS)

= Euro ISDN

= DMS 250

= B5ESS

= JATE/Japan

= Q699 ISDN to SS7 mapping
= SS7/C7 ISUP (ANSI and ITU)
= 64 SS7 Links (A and F links)
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